
AERO
High Performance Aerodynamic 
Surface Mount LED Luminaire

5000K 1.03
4000K 1
3500K 0.97
3000K 0.94
2700K 0.91

Approximate Color
Temperature Multiplier
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Input Voltage 120/277 VAC

Standard Dimming Control 0-10V 1% dimming driver
CCT 2700, 3000, 3500, 4000, 5000 Kelvin
CRI 80 or 90 CRI
Life Time Rating >100,000 hrs at L70
Input Frequency 50/60Hz
Power Factor >0.9
Operating Temp Low Ambient -20*C/ High Ambient 50*C

PRODUCT SPECIFICATIONS
DESCRIPTION
The AERO is an aerodynamic surface mount LED luminaire. Created 
with performance in mind, while maintaining a beautiful appearance. 
Designed with the ability to be mounted without having to take the 
fixture apart. The AERO is engineered to be a durable, slim, 
aerodynamic, high performance luminaire that sets unprecedented 
standards for contemporary light fixtures. 

CONSTRUCTION
Various housing and door frame options, consult factory for additional 
options. Stainless steel captive screws secure the door frame to the 
fixture. One piece, seamless housing provides for maximum impact 
resistance.  Engineered with 30° slopes to reduce drag and wind noise, 
while preventing lift forces caused by heavy air currents. 10° slopes 
eliminate any chance of water pooling on the fixture when surface 
mounted to a wall. 

LED & ELECTRICAL SYSTEM INFORMATION
LED driver powers the long-life LED system rated for >100K hours (L70 
@ 25°C). Complies with federal energy efficiency standards. 90 CRI. 
LEDs available in 2700K, 3000K, 3500K, 4000K, and 5000K.  

OPTICAL SYSTEM
Outer and Inner lensing system provides excellent light diffusion with 
added strength. Various outer and inner lensing options available.

LISTINGS
ETL listed. IP65 Rated. Made in the USA. Exceeds the requirements set 
by the European Union, and therefore eligible to bear the CE marking.

FINISH
High gloss, electrostatically applied, white powder coat finish with an 
average minimum reflectance of 92% included standard. Consult 
factory for custom finishes.

GASKETS
The AERO is sealed with neoprene gaskets to prevent dust and water 
from entering the fixture, IP65 rating. 

WARRANTY
5 - Year Limited Warranty. Complete warranty and terms located at: 
www.aelnow.com/warranty

Delivered Lumens shown were tested with 4000K LEDs and ASR (asymmetric/symmetric grid) lens.

Output Delivered Lumens System Wattage L70 @20C (hrs)
SL 4650 33
ML 7974 57
HL 11150 80
SM 12040 86
MM 13016 93
HM 15728 112
SH 16500 118
MH 20000 143
HH 25000 179

>100K
>100K
>100K
>100K
>100K
>100K
>100K
>100K
>100K

ENERGY AND PERFORMANCE DATA

*Product Render Shown



M 120/277V 12EBL
Voltage Driver Op�ons

27 2700K SL Standard Low
30 3000K ML  Medium Low

40 4000K

HL High Low

50 5000K

SM Standard Medium
MM Medium Medium
HM High Medium
SH Standard High
MH Medium High
HH High High

Series CCT Illumina�on Level Housing

Outer LensDoor Type

35 3500K

Inner Lens
125P
156P
187P
250P       

.125 Clear Polycarbonate

.156 Clear Polycarbonate

.187 Clear Polycarbonate

.250 Clear Polycarbonate

PP125 

PA125  B14

B16
B18
SH14
SH16
SH18
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AERO B14

B16

SH14

SH16

SH18

B18

SH20

B20

14 Gauge Cold Roll Steel 

16 Gauge Cold Roll Steel 

18 Gauge Cold Roll Steel 

20 Gauge Cold Roll Steel 

14 Gauge Stainless Steel 

16 Gauge Stainless Steel 

18 Gauge Stainless Steel 

20 Gauge Stainless Steel 

.063" Aluminum

14 Gauge Cold Roll Steel 

16 Gauge Cold Roll Steel 

18 Gauge Cold Roll Steel 

14 Gauge Stainless Steel 

16 Gauge Stainless Steel 

18 Gauge Stainless Steel 

.063" Aluminum

FA 
.125 Prismatic Acrylic
.125 Frosted Acrylic 
.125 Prismatic Polycarbonate

1200 Lumen Emergency Ballast

ALH

ALH

BLANK
CD1
EDN
LDE1

LDE5

LED Dali Driver, Dimming (included standard) 
0-10V 1% to Off Dimming Driver
Electronic Driver Non-Dimming
Lutron Hi-lume 1% EcoSystem LED driver with 
Soft-on, Fade-to-Black dimming technology 
Lutron LDE5 5-Series Ecosystem 5% Dimming 
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DIMENSIONS

14MM ANCHOR HOLE SHORT SLOTTED HOLE

7/8" OPTIONAL K/O CENTER OF FIXTURE

14MM ANCHOR HOLE

8 EACH SS #10 THUMBTURN WITH STEEL RETAINERS AND BONDED NEOPRENE 
WASHER SECURED INTO MECHANICALLY FASTENED PEM AND OR CINCH NUTS

16

30 Degree

3

3 

 80° 

54

16
 

 14.00  14.00 

 8
 

12.75 

NEOPRENE GASKET ON BACKSIDE OF FIXTURE TO WALL

OUTER HOLE ALLOWS FOR INSTALLATION OF OVERSIZED FLAT WASHER
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