AEUC

LED Under Cabinet Light

SW, 9W, 14W, 18W

ADVANTAGE

— ENVIRONMENTAL LIGHTING

The LED Under Cabinet Light series is a next generation,direct

wire under cabinet fixture that Provides task or accent lighting

in commercial,retail,hospitality and residential applications.

¢
A FE ROHS & B &
CERTIFIED COMPLIANT /)'aw“\\@ ~
¢ UL 1598 suitable for damp locations DIMENSION:
¢ High efficiency LED Driver, the wide range input voltage 220/9" 305/12" 457/18"
ACT120V. ]/89.5/3.5“ | 89.5/3.5" @5
¢ ENERGY STAR certified product (for 3000K and 4000K only) 9IN-5W 12IN-5W 18IN-OW
and Title 24 qualified. .
533/21" 610/24
¢ Dedicated 120V Models are FCC title 47 CFR ,Part 15,Class B 89.5/3.5" 89.5/3.5"
for residential and commercial applications. ]’
21IN-9W 24IN-9W
MOUNTING:
838/33"
¢ Surface Mounting l 89.5/3.5"
APPLICATIONS: 33IN-14W
¢ Under and over cabinets + Office lighting 1067/42"
89.5/3.5"
+ Display cases ¢ Coves %
# Task lighting ¢ Utility / work areas 22IN-18W
: ! |
WATTAGE 5W ! 9w | 14w i 18W
I
| I ]
LUMEN 368.44 Im E 675.74 Im 5 1061.9 Im 5 1283.7 Im
! I
EFFICACY > 81.37 Im/W ! >77.3 Im/W ; >77.72 Im/W ! >73.86 Im/W
CCT 3000K,4000K
CRI 90
INPUT VOLTAGE AC120V
BEAM ANGLE 117°
POWER FACTOR 0.90
DRIVER EFFICACY 90%

DIMMING

LIFE S

WORKING TEMPERATURE
STORAGE TEMPERATURE
OUTDOOR RATING
CABLE

WARRANTY

traic dimming

over 50,000 hrs

-22°F ~ 113°F

-40°F ~ 176°F

damp location
none

5 year limited
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info@aelnow.com
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AEUC
LED Under Cabinet Light
5W, 9W, 14W, 18W

ADVANTAGE

— ENVIRONMENTAL LIGHTING

High performance, galvanized
stell heat sink transfers
heat from the light engine

Power Sw‘it’c’h P to the environment, via
large coolinigns,drawing
S heat away from the
L .0 i xture,and extending the
Pt . lifespan of the LEDs.
Optical lens is made of high t \\‘
quality PC material to make Y
the light even and soft. \
CCT Switch
Structure Features: AEUC-18IN-09W-12-34K
¢ Shell materials: Metal & PC 472mmX220mmxX206mm(10 Pcs/CTN)
¢ Finish:White(Standard) (18.58"X8.66"X8.11")
¢ Length:229/305/457/533/610/838/1067mm AEUC-21IN-09W-12-34K
(9"/12"/18"/21"/24" /33" /42" 548mmX220mmX206mm(10 Pcs/CTN)
¢ Width:29mm(3.5") (21.57"X8.66"X8.11")
L . AEUC-24IN-09W-12-34K
¢ Net weight : 9-42IN:0.36/0.46/0.58/0.71/0.77/1.1/1.4(kg) 626mmX220mmX206mm(10 Pcs/CTN)
0.79/1.01/1.28/1.57/1.70/2.43/3.09 (Ibs) (24.66"X8.66"X8.11")
S . AEUC-33IN-014W-12-34K
PaCkagmg information 853mmX220mmX206mm (10 Pcs/CTN)
AEUC-9IN-05W-12-34K (33.58"X8.66"X8.11")
274mmX220mmX206mm(10 Pcs/CTN) AEUC-42IN-018W-12-34K
(10.79"X8.66"X8.11") 1082mmX220mmX206mm(10 Pcs/CTN)
AEUC-12in-05W-12-34K (42.60"X8.66"X8.11")
320mmX220mmX206mm (10 Pcs/CTN)
(12.60"X8.66"X8.11")
ORDERING INFORMATION
EXAMPLE:
AEUC-9in-05W-12-XXK
AEUC 9IN 05W 12 XXK
| | | | |
PRODUCT SIZE POWER VOLTAGE ccT
AEUC 9IN - (9 inch) 05W - (5W) 12
(Under Cabinet 12IN - (12 inch) 09W - (9W) (AC120V) 30K - (3000K)
LIGHT) 18IN - (18 inch)  014W - (14W) 40K - (4000K)
21IN - (21inch) 018W - (18W)
24IN - (24 inch)
33IN - (33 inch)
42IN - (42 inch)
817.468.3591 aelnow.com info@aelnow.com
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AEUC

LED Under Cabinet Light ADV)\NT)\GE

5W 9W 14W 18W mm—— ENVIRONMENTAL LIGHTING

PHOTOMETRICS

9INO5W12-34K

Luminous Intensity Distribution Curve Flux Out: 211.36Im

— ( 1%): 0.0Ix
180 A — ( 5%): 0.1l
160170 170569 0.2m |1373.10/ 4228491 0.44m / 0.1550.m — (20%): 0.2k
150 150 ——( 2%): 0.0
—— (10%): 0.1Ix
0.3m | 343.30/ 1057.12Ix 0.89m / 0.62sg.m —— (50%): 0.5Ix
H
E AT
0.8m |_54.93/ 160.141x m 2.21m / 3.855q.m 5 /{‘ /{P f//’ \ \
2 |
5 VAN
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=/
H
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Unit: cd
Average Diffuse Angle(50%): 118.9° s 4 3 2 1 0 1 2 3 4 5
Height  Avg/Nadir. € Beam Angle:110.9° Diameter / Area Vertical distance / mount height
C0-C180 e==C90-C270 Mounting Height: 10.0m  Max Lux(100%): 1.0 Ix
Luminous Intensity Distribution Curve flux Out: 225.78Im — (1%): 0.0k
— ( 5%): 0.1lx
180 0.2m |1435.38/ 4538561 A 0.45m /0.16s0.m —(20%): 021k
150555 ~160 54 B iy o
— (10%): 0.1k
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130 130 D —
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3 A — ~
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= IR ZRNAN
0.8m | 57.42/ 181541 2.24m /3.93sq.m 3 | NAR |
90 90 g I N 1
8 /)
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Unit: cd 5 4 3 2 1 o 1 2 3 4 5
i %): o
Average Diffuse Angle(50%): 117.3 Height  Avg./Nadir. E Beam Angle:111.5° Diameter / Area Vertical distance / mount height
e C0-C180 ======C90-C270 Mounting Height: 10.0m Max Lux(100%): 1.1 Ix
Flux Out: 405.99Im —( ]:/n): 0.0 Ix
Luminous Intensity Distribution Curve A AN
0.2m |2548.35/ 8111.64Ix 0.45m / 0.16sq.m —— ( 2%): 0.01x
160170220 17060 [\ RE
— VI
150 150 0.3m | 637.09/ 2027.911x 0.90m / 0.64s0.m T
0.5m | 283.15/ 901.291x D 1.35m / 1.43sq.m % vl - — <
T =N
0.6m | 159.27/ 506.98Ix 1.80m / 2.55sq.m 3!
E ~
[\ ; AN
0.8m | 101.93/ 324.471x 2.25m / 3.985q.m 2 i Wi i T i
- N7/
0.9m | _70.79/ 225.32Ix 2.70m / 5.74sq.m 1 N 7
£ N — )
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Unit: cd 3 4 3 2 1 0 1 2 3 4 5
Average Diffuse Angle(50%): 117.4° - Vertial distance / mount height
C0-C180 00-C270 Height  Avg./Nadir. Beam Angle:111.8' Diameter / Area Mounting Height: 10.0m  Max Lux(100%): 1.9 Ix
. " . " . Flux Out: 408.47Is — ( 1%): 0.0Ix
Luminous Intensity Distribution Curve . - — (5% 0.1k
— (20%): 0.4Ix
0.2m | 2443.90/ 8021.541x 0.46m / 0.1750.m (2% 0.0k
— (10%): 0.2 Ix
—— (50%): 0.9 Ix

0.3m |_610.98/ 2005.391x 0.92m / 0.67sa.m

0.5m |_271.54/ 891.28Ix

E 1.38m / 1.50sa.m
0.6m |_152.74/ 501.351x /1 1.85m / 2.67sq.m
0.8m |_97.76/ 320.861x E[% 2.31m / 4.18sa.m

0.9m | 67.89/ 222.82Ix

2.77m / 6.02s0.m

Horizontal distance / mount height
—s]

RN
o))

H 4 3 2 1 0 1 2 3 4 5

Unit: cd
Average Diffuse Angle(50%): 117.7° Height Avg./Nadir. E Beam Angle:113.1° Diameter / Area Vertical distance / mount height

Mounting Height: 10.0m  Max Lux(100%): 1.9 Ix

e C0-C180 e=C90-C270

—N 817.468.3591 aelnow.com infO@aeInOW.Com Specifications to change without notice Rev11.22




AEUC

LED Under Cabinet Light ADV)\NT)\GE

5W 9W 14W 18W mm—— ENVIRONMENTAL LIGHTING

PHOTOMETRICS

24IN09W12-34K Pl out: 431.939m

— (1%): 0.0k
Luminous Intensity Distribution Curve 0.2m |2566.57/ 8412.51ix A 0.46m / 0.17sa.m :5250";;3) G
—— (2%): 0.0
150160170 180 170160150 0.3m |_641.64/ 2103.13x B 0.93m / 0.67sq.m - E ;g:;g ?S ;:
—_— HEX
0.5m | 285.17/934.721x [1 1.39m / 1.5159.m w I N
0.6m | 160.41/ 525.781x 1.85m / 2.69sq.m g, AN
[ g / )
0.8m |_102.66/ 336.501x 2.31m / 4.21sq.m 3 [ I
0.9m | 71.29/ 233.681x Ei 2.78m / 6.06s0.m \ /
N — 7
= S — -
Unit: cd = 5 4 3 2 1 0 1 2 3 4 5
Average Diffuse Angle(50%): 118.1° Vertical distance / mount height
a— C0-C180 C90-C270 Mounting Height: 10.0m  Max Lux(100%): 2.0 Ix
33IN014W12-34K Flux out; 695.66m
— (1%): 0.0
Luminous Intensity Distribution Curve A T (S): 02k
0.2m [4172.60/ 13909861 0.46m / 0.175q.m — (20%): 07 1x
—— (2%): 01D
160170 180 170, ¢ D (0% 0.3
150 '. 150 0.3m [1043.15/ 3477.46x 0.92m / 0.67sa.m —— (50%): 1.7 Ix
140 “ .' 140 D —
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120 ’ Q) " 120 /1 H T~
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100 ~N~ \\\“”,// ’A‘ 100 [1 3 [ 1/ /// ] \
(Y §‘ ‘é ) 0.8m | 166.90/ 556.391 2.30m / 4.17sq.m g i £ !
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Unit: cd 5 4 3 2 1 0 1 2 3 4 5
Average Diffuse Angle(50%): 115.2° Vertical distance / mount height
Height Avg./Nadir. E Beam Angle:113.0° Diameter / Area Mounting Height: 10.0m Max Lux(100%): 3.3 Ix
@ C0-C180 e===CS50-C270
Luminous Intensity Distribution Curve flux Out: 766.54Im — (1%): 00
— ( 5%): 0.21x
0.2m |4942.38/ 15833 201 A 0.45m / 0.1650.m T (20%): 081k
——(2%): 0.1l
{ \ — (10%): 0.41x
0.3m [1235.50/ 3958.300x 0.90m / 0.64sq.m —— (50%): 1.9
=T
Y A . P
2 — \
2 /
0.6m | 308.90/ 989.57Ix /] 1.80m / 2.5550.m s /f
0.8m | 197.70/ 633.331x 2.25m / 3.99sg.m 3 f(‘ A/// \ \ \
0.9m | 137.20/ 439.81x 2.70m / 5.74sa.m z \ \ \\ - / /
51 A
3 \\\_/ /
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Unit: cd
Average Diffuse Angle(50%): 116.4°
Height Avg./Nadir. E Beam Angle:111.9° Diameter / Area 5 4 3 2 1 0 1 2 3 4 5
e C0-C180 e=C90-C270 Vertical distance / mount height

Mounting Height: 10.0m Max Lux(100%): 3.8 Ix
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