
PRODUCT SPECIFICATIONS
HOUSING
One-piece die-formed prime grade material as specified. 
Corners continuously seam welded and smooth with no post 
grinding (TIG). Clamshell housing resistant to penetration and 
contraband concealment.

BACK PLATE
Die-formed blade trap (1/4" minimum) prevents contraband 
concealment and access. Embossed standoffs prevent 
distortion.

FASTENERS
Hex head screws standard with option of torx head with center 
pin and allen head with center pin.

OPTICAL SYSTEM
High output LED’s available in 3000K, 3500K, 4000K, and 
5000K. CRI >82. Vertically adjustable continuous “Z” brackets of 
prime grade material, secured to housing via thru-studs.

ELECTRICAL SYSTEM
Electronic drivers are available for 120/277V applications, 0-10v 
dimming standard. Long-life LED system rated for >100K life 
hours (L70 @ 50°C). Metal gear tray for internal LED driver. 
Complies with federal energy efficiency standards. Consult 
factory for special tuning to achieve specific lumen outputs. 

MOUNTING
This fixture is designed for wall or ceiling mounting.
LISTINGS
UL and cUL Listed. Damp location rated. Wet Location optional.
WARRANTY
5-Year Limited Warranty. Complete warranty and terms
located at: www.aelnow.com/warranty

BAP
Surface Ceiling Mount 
LED Luminaire

ORDERING INFORMATION
Example: BAP40MB14B16125P125CMW
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SERIES
BAP 30 3000K S Standard B14

B16
B18
SH14
SH16
SH18
SHB16
SHB18

B14
B16
B18
SH14
SH16
SH18
SHB16
SHB18

N No Lens
35 3500K M Medium 125P

156P
187P
250P
375P
F1
G1
H1

.125 Clear Polycarbonate

.156 Clear Polycarbonate

.187 Clear Polycarbonate

.250 Clear Polycarbonate

.375 Clear Polycarbonate

.187 Clear Tempered Glass

.250 Clear Tempered Glass

.375 Clear Tempered Glass

40 4000K H High
50 5000K VH Very High

14 Gauge Cold Roll Steel
16 Gauge Cold Roll Steel
18 Gauge Cold Roll Steel
14 Gauge Stainless Steel
16 Gauge Stainless Steel
18 Gauge Stainless Steel
16 Gauge Stainless Steel (Brushed)
18 Gauge Stainless Steel (Brushed)

14 Gauge Cold Roll Steel
16 Gauge Cold Roll Steel
18 Gauge Cold Roll Steel
14 Gauge Stainless Steel
16 Gauge Stainless Steel
18 Gauge Stainless Steel
16 Gauge Stainless Steel (Brushed)
18 Gauge Stainless Steel (Brushed)

N M 120/277V W White BLANK
CD5
EDN
FLDD
LDE1

LDE5

12EBL 1200 Lumen Emergency Ballast
125C SP Special FZ
CP25 WL
CP87 THS
TG AHS
156C

0-10V 1% Dimming Driver (included standard) 
0-10V 5% to Off Dimming Driver
Electronic Driver Non-Dimming
Fifth Light Dali, Dimming
Lutron Hi-lume 1% EcoSystem LED driver with 
Soft-on, Fade-to-Black dimming technology 
Lutron LDE5 5-Series Ecosystem 5% Dimming

VDO
G2
H2 FCJS0
FA

No Lens
.125 Prismatic Acrylic
.125 Prismatic Polycarbonate
. 187 Prismatic Polycarbonate
. 156 Prismatic Tempered Glass
.156 Prismatic Acrylic
.140 DR Acrylic
.125 White Frosted Polycarbonate 
.125 Frosted Acrylic LN

Fuse Holder
Wet Location
Torx Head Screws(center pin)
Allen Head Screws (center pin)
Lutron Vive Integral RF controller with daylight
and occupancy sensing.
Lutron Vive attached RF fixture controller 0-10V/277V
LED Night Light. Consult factory for available
color/temps

FINISH DRIVER OPTIONS

CCT OUTPUT HOUSING BACK PLATE OUTER LENS

INNER LENS VOLTAGE

STANDARD OPTIONAL



BAP
Surface Ceiling Mount LED Luminaire

FIXTURE DIMENSIONS
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6.00"

 13.50"

2.00" Wiring Hole

0.62" Mounting Holes

 8.00"  13.50"

CROSS SECTION MOUNTING HOLES

OUTPUT LUMENS
S 800lm
M 1600lm
H 2500lm
VH 4000lm

LED SYSTEM DATA
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