
The CLSN is designed for shallow plenum or low ceiling spaces where a narrow body fixture is required. Constructed from marine grade 
aluminum and designed with clean, sharp lines, this fixture is attractive and designed to last. The CLSN is also ISO 5, IP65/IP66 
(including ingress protection), RoHS, NSF and IC-rated. Also acceptable for use in ISO3-9 environments. Includes a high-impact 
polycarbonate lens as standard. Even with the thickest lens the unit is under 4” deep which works well in tight spaces. This is a 
highly versatile lighting unit with a wide-range of uses.

OPTICAL SYSTEM: This unit comes standard with a .125” clear polycarbonate outer lens to insure a tight and durable seal. A impact resistant diffuser also 
adds to the security aspect and insures less glare with even uniform light distribution.

FINISH: This fixture receives our standard, high-quailty TGIC white polyester powder coat with a 5-stage pre-treatment. Salt spray test of over 1,000 
hours. Reflectance of 92%.

ELECTRICAL SYSTEM: Choose CCT from 3000 to 5000K CCT, and lumens in 500, 750, 1000 or 1400 lumens per foot (custom lumens is also available). The 
driver provides 0-10V dimming as standard. Several emergency batteries are included in the option list (90-minute backup period for code compliance). 
Complies with federal energy efficiency standards. A 347V version is available, as well as a generator transfer option. 

MOUNTING: Designed for recessed or surface mounting. Surface mount with a shroud available.

LISTING: Suitable for ISO 5-9 cleanrooms. ETL/cETL listed. IP65 / IP66 rated. RoHS, NSF splash zone (NSF rated; Splash, Non-Food Zone (which is a typical 
rating for lighting equipment not subjected to direct food contact, e.g. ceiling mount luminaires. Examples of equipment subjected to direct food contact 
would be cutting boards, work-tables, mixers, can-openers, other.). IC-rated, cETL and ETl rated, and acceptable for use in ISO3-9 environments. Tested for 
ISO 5 compliance. IS03/ISO4 environments typically use uni-directional vertical air-flow and a ventilated raised floor to remove airborne particles. It is not 
uncommon for the entire ceiling to be constructed of HEPA or ULPA filters. This way filtered air is continually directed downward, passing through the 
ventilated and aised floor, and then recirculated. This removes more airborne particles than are created. Often, laminar-flow surface mount luminaires are 
used to illuminate this space. With proper air flow/air exchanges and professional installation, this non-shedding luminaire is acceptable for use in ISO3-9 
environments.

WARRANTY: 5-Year Limited Warranty. Complete warranty and terms located at www.aelnow.com/warranty.
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ENERGY AND PERFORMANCE DATA
INPUT VOLTAGE: 120/277VAC*
STANDARD DIMMING CONTROL: 0-10V
CCT: 3000, 3500, 4000, 5000 KELVIN
CRI: 82 (MINIMUM)
LIFE TIME RATING: >120,000 HRS @ L70
INPUT FREQUENCY: 50/60 HZ
POWER FACTOR: >0.9
OPERATING TEMP: -20° TO 50° C

*ACTUAL WATTAGE MAY DIFFER BY ±5% WHILE OPERATING 120/277V ±10%

 OUTPUT DELIVERED LUMENS SYSTEM WATTAGE CRI LPW

500L 500 LM/FT 3.3 / FT 82  160
750L 750 LM/FT  5.0 / FT  82  160
1000L 1000 LM/FT  6.6 / FT  82  160
1400L 1400 LM/FT  8.75 / FT 82  160

APPROXIMATE COLOR
TEMPERATURE MULTIPLIER

5000K X 1.03

4000K X 1

3500K X .97

3000K X .94

2700K X .91
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ORDERING INFORMATION  Example: CLSN-30-750L-A125-M-4-B18-AM

CLSN

LENSILLUMINATION 
125P  .125 Clear Polycarbonate
A10  .100 Clear Acrylic
A125  .125” Clear Acrylic
156P  .156 Clear Polycarbonate
250P .250 Clear Polycarbonate

CCTSERIES
500L 500 lm/ft
750L 750 lm/ft
1000L 1000 lm/ft
1400L 1400 lm/ft
XXXL XXXX lm/ft (custom)

WIRINGFLANGE KITS
FW62  6' length, 3/8" cable, 2 wire, 2 

dimming leads, ground
FW63  6' length, 3/8" cable, 3 wire, 2 

dimming leads, ground
FCJSO6 Flexible conduit cord with 90 Degree 

connector, 5 wire with EM and 
Dimming, 6' length - use with 2' and 
4' fixtures***

FCJSO9 Flexible conduit cord with 90 Degree 
connector, 5 wire with EM and 
Dimming, 9' length - use with 8' 
fixture***

GFK Gasketed drywall framing kit. 
Ships with gasket to be 
applied in field. 

GFKVR Vandal resistant gasketed 
drywall framing kit. Ships 
with gasket to be applied in 
field. 

DRIVER OPTIONS
BLANK 0-10V Dimming Driver (included 

standard)
CD1 0-10V 1% to OFF Dimming Driver
CD5 0-10V 5% to Off Dimming Driver
STP Step Dimming (50 or 100%)
LDE1 Lutron Hi-lume 1% EcoSystem LED 

driver with Soft-on, Fade-to-Black 
dimming technology

OPTIONS
14EBL 14 Watt Emergency Driver
ETR Emergency Transfer Relay (includes 

dimming)
IP66 IP66 Rated
90 90 CRI
AM Antimicrobial White Paint
SMS Surface mount shroud

M Multi-Volt 
(120-277VAC)

347 347 Volt*

VOLTAGE
2  2 Feet**
4  4 Feet
8  8 Feet
XX  XX Feet

ROW LENGTH
30 3000K
35 3500K
40 4000K
50 5000K

*(3) 347V offered only with the standard (BLANK) and CD1/CD5 driver options. 347V not available with all emergency battery options. Consult factory.  **2’  Length cannot accomadate an intergrated emergency battery, AND step-dimming 
driver options may be limited or not available. *** Factory installed dimming option 3/8" flexible metal conduit with 2-#18 power and ground wires and 2-#18 UL-listed jacketed 0-10V +/- control wires.

Dimensions on Next Page

HOUSING MATERIAL
B20 20 Gauge Cold Roll Steel (Standard)
B18 18 Gauge Cold Roll Steel
SH18 18 Gauge Stainless Steel (Polished 304)
SH186 18 Gauge Stainless Steel (Polished 316)
SHP18 18 Gauge Stainless Steel (Painted 304)
SHP186 18 Gauge Stainless Steel (Painted 316)
SHB18 18 Gauge Stainless Steel (Brushed 304)
SHB186 18 Gauge Stainless Steel (Brushed 316)
ALH .063" Aluminum (Painted)

90 deg. conduit fitting w/screw clamp
conduit connection and snap-in KO connection

.125 Clear Polycarbonate is the 
standard lens

With this option, you will not 
have to open fixture.

4 ft.
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7/8"
[21mm]

4-3/16"
[106mm]

5-7/8"
[148mm]

Aperture: 8 ft. = 94-3/16" [2392mm], 4 ft. = 46-3/16" [1174mm], 2 ft. = 22-1/8" [562mm]

3.75”

Dimensions

4 ft.

8 ft.

2 ft.

23-7/8" [605mm]

47-13/16" [1215mm]

95-13/16" [2434mm]

5-7/8"
[148mm]

Continuous
adhesive gasket

Closed cell gasket,
factory applied,
between fixture and
T-grid (or dry wall
framing kit)

Bottom lens, clear acrylic or polycarbonate
(see ordering info for thickness choices)

Cross section

Side View

Side View (Typical)

Typical Width

Front View

Ceiling Compatibility

9/16 " or 15/16 "
Grid/Lay-in

Standard

9/16 " or 15/16 "
Concealed T

9/16 " or 15/16 "
Slot Grid


