
DESCRIPTION: The EXPHB explosive proof series offers a modern and efficient desgin, combined with heavy-duty and impact resistent case. 
State-of-the-art features make this an obvious choice for use in wide variety of hazardous work areas. These lights offer great high and uniform illumination 
in areas where vapors and gases may be present

APPLICATIONS: The EXPHB series is designed for applications such as; granaries, mills, mines, gas stations, airplane hangars, welding areas, and many other locations. 
Suitable for both indoor and outdoor applications.

CONSTRUCTION: Copper-free aluminum body, stainless steel hardware, and features such as Integrated junction box for driver and marine-grade coated aluminum 
body. 

ELECTRICAL SYSTEM: Dimmable and battery backup function is available. CRI>70. Low temperature applications to -40°C (-40°F) and high temperature up to 55°C 
(131°F).

 MOUNTING: Comes standard with integrated mounting bracket. Wall, pole, pendant, ceiling, or arm mounting is possible.

LISTINGS: Class I, Division 2, Groups A, B, C, D, Class II, Division 1, Groups E, F, G, Marking UL844, Class II, Division 2, Groups F, G, Class III, NEMA 4X, UL1598A, Marine 
Marking, and ABS.

WARRANTY: 5-Year Limited Warranty. Complete warranty and terms located at www.aelnow.com/warranty.
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EXPLOSIVE PROOF HIGH BAY LED LIGHTS
EXPHB

EXP-HB1 EXP-HB2 EXP-HB3 EXP-HB4

With Globes:
Note: The globe is optional for 

EXP-HB1, EXP-HB2, EXP-HB3 
only. Globe is not available for 

EXP-HB4.

ORDERING INFORMATION.   Example: EXP-HB2-50-M-EB15-D40

EXP-HB1
EXP-HB2
EXP-HB3
EXP-HB4

SERIES

20W 20 WATTS*
40W 40 WATTS*
60W 60 WATTS*
80W 80 WATTS
100W 100 WATTS
120W 120 WATTS
150W 150 WATTS
200W 200 WATTS
250W 250 WATTS
300W 300 WATTS
350W 350 WATTS
400W 400 WATTS

WT/WATTAGE

M Multi-Volt 
(120-277VAC)

480 200-480V

VOLTAGE

40 4000K
50 5000K

CCT

EB15 Emergency battery 
with 1.5 hours of 
life

EB3 Emergency battery 
with 3 hours of 
life

OPTIONS

PC Polycarbonate 
Lens (consult 
factory for 
information)

LENS

*Standard with external emergency driver. All others are standard with internal emergency driver. 

D40 40 degrees
D60 60 degrees
D90 90 degrees
D120 120 degrees

BEAM ANGLE
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EXP-HB4




