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PRODUCT SPECIFICATIONS
DESCRIPTION
The L2ST Series is a 2 Lamp Staggered LED Strip available in 2’ thru 8’ body lengths. It was 
designed for surface or suspended mounting applications.

APPLICATIONS
The 2ST Series of LED Strips were designed to be high quality, energy efficient LED fixtures 
for use in commercial applications, offices, government facilities, schools, and public areas.

CONSTRUCTION
The fixture is constructed of a heavy gauge cold rolled steel body. 4” offset provides even, 
shadow-free lighting in continuous row installations.

OPTICAL SYSTEM
White polyester polymer finish with a high reflectivity.

ELECTRICAL SYSTEM
Standard 120-277V electronic instant start ballasts for T8 lamping, ≤10% THD. Standard 
120-277V electronic program start ballasts for T5 lamping, ≤10% THD. 50-60 Hz operation. 
Sound rated A. Thermally protected. Automatic resetting Class P. High Power Factor. Non 
PCB.

MOUNTING
Surface or pendant mount, individually or in continuous rows. Sufficient knockouts are 
provided. Double KO access on 4 ft and longer to facilitate wiring of units for multiple ballast 
configurations.

LISTINGS
Designed for damp locations. 

WARRANTY
1-Year Limited Warranty. Complete warranty and terms located at www.aelnow.com/
warranty.

L2ST
2 Light Staggered LED Strip

ORDERING INFORMATION 
Example: L2ST30SM

L2ST
Series Voltage Ballast Options Emergency 

Options Hanging Options

L2ST M Multi-Volt
(120-277VAC)

EBPL
EBPN
EBPH

*CD2LT8
*CD2LT5

**CD4LT8

*SD2LT8
*SD2LT5
**SD4LT

Electronic Ballast Program Low 
Electronic Ballast Program Normal 
Electronic Ballast Program High

Continuous Dimming 2L T8 
Continuous Dimming 2L T5 
Continuous Dimming 4L T8

Step Dimming 2L T8
Step Dimming 2L T5
Step Dimming 4L T8

(blank) = none
EM5
EM7

EM14
EM14T5

(blank)
AC10
AC15
AC20
JC10

None
Aircraft Cable 10’
Aircraft Cable 15’
Aircraft Cable 20’
Jack Chain 3pc @ 10’ W/ S Hooks

* 2 Lamp will operate 1 and 2 lamps
** 4 Lamp will operate 3 and 4 lamps
NOTES: 1 Must specify 120V or 277V.

Color Temp

S= Standard
M= Medium
H= High

Output

3500K
4000K
5000K
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L2ST
2 Light Staggered LED Strip

FIXTURE DIMENSIONS

© 2014 Advantage Environmental Lighting, Inc. All rights reserved. For informational purposes only. Specifications are subject to change 
without notice. See www.aelnow.com for the most current fixture specifications available.

ENERGY AND PERFORMANCE DATA

Input Voltage 120/277VAC
System Input Power 33, 45, or 64 Watts*

Delivered Lumen Output 3600-6800 Lumens
Standard Dimming Control 0-10V
CCT 3500, 4000, 5000 Kelvin
CRI 82 (minimum)
Life Time Rating 50,000 hrs @ L70
Input Frequency 50/60 Hz
Power Factor >0.9
Operating Temp 30° to 50° C

Output
Delivered 
Lumens

Nominal 
Wattage

L70
@ 25°C (hrs)

Amperage Draw

120V 277V

Standard 3600 33 >50K .28 A .12 A
Medium 4700 45 >50K .38 A .17 A

High 6800 64 >50K .54 A .24 A

*Actual wattage may differ by ±5% while operating 120/277V ±10%

LED SYSTEM DATA




