
		 E info@aelnow.com  www.aelnow.com

Catalog 
Number

Project

Type

PRODUCT SPECIFICATIONS
DESCRIPTION
The LCDIPAR Series is an architectural grade LED Premium Profile Center Basket luminaire 
available in 2’ x 2’ and 2’ x 4’ body sizes. It was designed for standard T-Grid applications, where 
air return/supply is needed.  While providing soft, balanced lighting for a comfortable light 
environment and contemporary appearance, the LCDIPAR Series integrates seamlessly with today’s 
modern building management systems. With virtually unlimited applications, the LCDIPAR Series 
allows architects and designers the freedom to experiment with their designs without exceeding 
ever decreasing energy budgets. 

APPLICATIONS
The LCDIPAR Series is designed to be a high quality, energy efficient LED fixtures for use in hotel 
lobbies, offices, common areas, hospitals, museums, retail, schools, and professional business 
environments.

CONSTRUCTION
The fixture is constructed of a heavy gauge steel body. Housing embossed for maximum rigidity. 
Rounded side flanges for safe handling.  Comes standard with perforated basket and translucent opal 
white acrylic overlay diffuser for visual comfort.  Satin acrylic lens also available.

FINISH
Highly reflective non-glare matte white polyester powder coat bonded to phosphate-free, multi-stage 
pretreated metal.  All parts painted after fabrication to facilitate installation increase efficiency, and inhibit 
corrosion.

ELECTRICAL SYSTEM
Electronic drivers are available for 120/277V applications. Long-life LED system rated for >100K life 
hours (L70 @ 25°C). Metal gear tray for internal LED driver. Complies with federal energy efficiency 
standards.

MOUNTING
NEMA Type "G" standard.  NEMA Type "SS" available (earthquake clips included)

LISTINGS
Independently tested to IESNA LM-79 and LM-80 specifications. ETL and cETL Listed. Damp location 
rated. 

WARRANTY
5-Year Limited Warranty. Complete warranty and terms located at www.aelnow.com/resources.

ORDERING INFORMATION
Example: LCDIPAR440MM 
Options Example: 12EBL 

LCDIPAR
LED PREMIUM PROFILE 
CENTER BASKET 
DIRECT / INDIRECT 
AIR RETURN / SUPPLY

**Additional Lumen Outputs are available.   Please contact factory for additional information.

Specifications subject to change without notice.
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FIXTURE DIMENSIONS

LCDIPAR
LED PREMIUM PROFILE 

CENTER BASKET 
DIRECT / INDIRECT 

AIR RETURN / SUPPLY

ENERGY AND PERFORMANCE DATA
Input Voltage 120/277VAC
System Input Power per ft 35, 46, or 57 Watts*

Delivered Lumen Output per ft 81905382 -  Lumens
Standard Dimming Control 0-10V
CCT 3000, 3500, 4000, or 5000 Kelvin
CRI 82 (minimum)
Life Time Rating 100,000 hrs @ L70
Input Frequency 50/60 Hz
Power Factor >0.9
Operating Temp 30° to 50° C

*Actual wattage may differ by ±5% while operating 120/277V ±10%.

Specifications subject to change without notice.
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