
PRODUCT SPECIFICATIONS
DESCRIPTION
The LPA Series is a 12” LED Puff Wrap. It is a low-profile, narrow, and 
decorative wrap that is designed for surface mounting applications.

APPLICATIONS
The LPA Series of LED Puff Wraps are designed to be high quality, energy 
efficient LED fixtures for use in residential or commercial applications, 
kitchens, dens, living rooms, bathrooms, office, and recreation rooms

CONSTRUCTION
The fixture is constructed of a die-formed heavy gauge steel body. 
Housing embossed for maximum rigidity. Smooth hemmed sides for safe 
handling. Housing accepts lift-and-shift lenses and frames, as well as 
frames that fit flush to the ceiling.

OPTICAL SYSTEM
White polyester polymer finish with a minimum 93% reflectivity. Lift-and-
shift lens. The puff lens design provides excellent LED obscuration. 
Manufactured from high impact, durable DR/Acrylic White Polymer 
Blend.

ELECTRICAL SYSTEM
0-10V Dimming Driver included standard. 0-10V 10% dimming driver (no 
dim to off) standard with SL and ML outputs. 0-10V 1% dimming driver 
standard with HL-HH outputs.  Long-life LED system rated for >100K life 
hours (L70 @ 25°C). Complies with federal energy efficiency standards.

MOUNTING
The LPA is designed for surface mounting.

LISTINGS
ETL and cETL Listed. Damp location rated. 

WARRANTY
5-Year Limited Warranty. Complete warranty and terms located at 
www.aelnow.com/warranty

LPA
12” LED Puff Wrap

ORDERING INFORMATION
Example: LPA35SHM

Catalog 
Number

Project

Type

1302:03131(817) 468-3591  info@aelnow.com  www.aelnow.com

SERIES

LPA 30 3000K SL
ML
HL
SM
MM
HM
SH
MH
HH

Standard Low
Medium Low
High Low
Standard Medium
Medium Medium
High Medium
Standard High 
Medium High
High High

M Multi-Volt 12EBL

VDO

FCJS0

1200 Lumen 
Emergency Ballast
Lutron Vive integral fixture controller 
(RF with daylight and occupancy sensing) 
Lutron Vive attached RF controller for 
0-10V drivers

35 3500K (120/277VAC)
40 4000K
50 5000K

COLOR TEMP OUTPUT VOLTAGE DRIVER OPTIONS

LED SYSTEM DATA

* Delivered Lumens shown were tested with 4000K LEDs 100,000 hours.

Output Delivered Lumens System Wattage L70 @20C (hrs)
SL 4650 33
ML 7974 57
HL 11150 80
SM 12040 86
MM 13016 93
HM 15728 112
SH 16500 118
MH 20000 143
HH 25000 179

>100K
>100K
>100K
>100K
>100K
>100K
>100K
>100K
>100K

STANDARD OPTIONAL

BLANK*
CD1
CD5
EDN
FLDD
LDE1

LDE5
PSQ02U

0-10V Dimming Driver (included standard)
0-10V 1% to off Dimming Driver
0-10V 5% to off Dimming Driver
Electronic Driver Non-Dimming
Fifth Light Dali, Dimming
Lutron Hi-lume 1% EcoSystem LED driver with 
Soft-on, Fade-to-Black dimming technology 
Lutron LDE5 5-Series Ecosystem 5% Dimming 
Lutron T-Series 1% 2-Channel Tunable White

OPTIONS

*0-10V 10% dimming driver (no dim to off) standard with SL-ML outputs. (4650 - 7974 lumens)
*0-10V 1% to off dimming driver standard with HL- HH outputs. (11150 - 25000 lumens)

FIXTURE DIMENSIONS

52.00”

11.75”

4.00”
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