
MEALF
LED Recessed Patient Room 
with Decorative Panel

* Delivered Lumens shown were tested with 4000K LEDs

STANDARD OPTIONAL

SPECIFICATIONS
DESCRIPTION
MEALF offers multi-function exam, ambient, and reading lights 
in a luminous frame to provide a unique approach to patient 
room lighting. A decorative center panel helps bring a relaxed, 
comfortable mood setting feel to any patient room, and is 
available in a variety of patterns.

ELECTRICAL SYSTEM
Electronic driver 0-10V, 1% dimming standard. Long-life LED system 
rated for >100K hours (L70 @ 45°C). Complies with federal energy 
efficiency standards. Exam, ambient, and reading are standard. Low-
voltage controller with dimming for patient bedside control available 
with option "LVCD".

OPTICAL SYSTEM
Linear satin acrylic lenses provide LED diffusion and excellent light 
transmission.

CONSTRUCTION
20 gauge cold roll steel housing, electro-statically applied powdercoat 
matte white finish. Optional anti-microbial white finish.

LED
Ambient, Exam, and Reading LEDs are available in, 3000K, 3500K, 
4000K and 5000K with CRI > 82. Projected life is >100,000 hours at 
70% lumen maintenance for ambient, exam, and reading LEDs. 90 CRI 
available.

DECORATIVE PANEL
A variety of decorative panel images are available, see page 3. Please 
consult factory for additional decorative panel options.

LISTINGS
UL Listed, damp location UL rated.  Designed and manufactured in 
the USA, BAA compliant.

WARRANTY
5 - Year Limited Warranty. Complete warranty and terms are located 
at: www.aelnow.com/warranty 

READING

AMBIENT

EXAM

Output Delivered Lumens System Wattage L70 @45°C (hrs)
S 2500 17
M 3500 24

5000K 1.03H 5000 34
4000K 1VH 7500 51
3500K 0.97
3000K 0.94
2700K 0.91

>100K
>100K
>100K
>100K
>100K
>100K
>100K

Approximate Color
Temperature Multiplier
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R1 1550 11
R2 2250 16
R3 2900 21

LED SYSTEM DATA: CCT MULTIPLIER:



* SAMPLE NUMBER:   MEALF24-40-M-H-30-R3-D1-M

Options

27 2700K S
M
H
VH

30 3000K

40 4000K
50 5000K

Standard
Medium
High
Very High

Series CCT Ambient Illumina�on1

Driver OptionsVoltageDecorative Lens

NONE
S
M
H
VH

None
Standard
Medium
High
Very High

Exam Illumina�on1
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35 3500K

Catalog 
Number

Project

Type

R1
R2
R3

None
Reading Standard 
Reading Medium 
Reading High

Reading Output

1Custom Ambient and Exam lumens are available. Please consult factory.

DIMENSIONS:

Reading CCT

27 2700K
30 3000K

40 4000K
50 5000K

35 3500K

NONENONE NoneMEALF14
MEALF22
MEALF24

1X4
2X2
2X4

DL1
DL2
DL3
DL4
DL5
DL6
DL7

Decorative Lens #1
Decorative Lens #2
Decorative Lens #3
Decorative Lens #4
Decorative Lens #5
Decorative Lens #6
Decorative Lens #7

M Multi-Volt
(120-277V)

Blank
CD5
EDN
FLDD
LDE1

0-10V Dimming Driver (included standard) 
0-10V 5% to Off Dimming Driver
Electronic Driver Non-Dimming
Fifth Light Dali, Dimming
Lutron Hi-lume 1% EcoSystem LED driver with 
Soft-on, Fade-to-Black dimming technology

For additional decorative lens 
options, consult factory. 

14EBL
90
AM
LVCD
LVCWS
NLA

1400 Lumen Emergency Ballast
90 CRI
Anti-Microbial White Paint
Low Voltage Controller with Dimming
Low Voltage Controller Wall Switch
Night Light (Amber)
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LIGHTING LOCATIONS:
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DECORATIVE PANEL OPTIONS:

DL1 - Decorative Lens #1 DL2 - Decorative Lens #2

DL3 - Decorative Lens #3 DL4 - Decorative Lens #4

DL5 - Decorative Lens #5 DL6 - Decorative Lens #6 DL7 - Decorative Lens #7

MEALF
LED Recessed Patient Room with Decorative Panel
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