
MEJ
LED Surface Mount

* Delivered Lumens shown were tested with 4000K LEDs
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SPECIFICATIONS
DESCRIPTION
The MEJ is a low-profile, architecturally designed wall-mounted 
luminaire built to meet the demands of today's healthcare facilities. 
The MEJ provides optimal ambient light due to its specially designed 
optics. The MEJ LED Surface Mount is designed for use in healthcare 
facilities, specifically for use in patient rooms to facilitate all tasks 
required by both patient and medical professional.

MOUNTING
Mounting holes are provided for surface mounted applications.

ELECTRICAL SYSTEM
0-10V 1% Dimming driver standard. Long-life LED system rated for >100K 
life hours (L70 @ 25°C). Metal gear tray for internal LED driver. Complies 
with federal energy efficiency standards. 

OPTICAL SYSTEM
Standard diffuser is soft matte white opal polycarbonate

LISTINGS
Designeg for damp location.
HOUSING
Choice of cold roll steel or stainless steel housing. If additional housing 
options are needed, consult factory.

LED
LEDs available in 2700K, 3000K, 4000K and 5000K with CRI > 80. Projected 
life is >100,000 hours at 70% lumen maintenance. 90 CRI available.
FINISH
White, polyester powder painted visible surfaces.

WARRANTY
5 - Year Limited Warranty. Complete warranty and terms located at: 
www.aelnow.com/warranty 

5000K 1.03
4000K 1
3500K 0.97
3000K 0.94
2700K 0.91

Approximate Color
Temperature Multiplier
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* SAMPLE NUMBER:   MEJ2-30-SL-40-MM-M-12EBL

27 2700K
30 3000K

MEJ2

40 4000K
50 5000K

Series CCT Up Illumina�on Level Up
M 120/277V

Voltage
24"
36"MEJ3

See next page for sensor position options

B16

B18

SH18

SH16

16 Gauge Cold Roll Steel

18 Gauge Cold Roll Steel 

16 Gauge Stainless Steel 

18 Gauge Stainless Steel

Housing
SL
ML
HL
SM
MM

Standard Low 
 Medium Low 

High Low 
Standard Medium 
Medium Medium 

CCT Down Illumina�on Level Down

35 3500K

27 2700K
30 3000K

40 4000K
50 5000K

35 3500KMEJ4 48"

12EBL
SP
TP
WV0C
WV1C
AM
RF

1200 Lumen Emergency Ballast
Special Paint
Tamper-Proof Fasteners
Motion and Sound Sensor Wall Mount
Motion and Sound Sensor Ceiling Mount
Anti-Microbial Paint
Radio Frequency Filter

Options



WV0C
Option Shown

WALL

WV1C 
Option Shown

CEILING
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DIMENSIONS
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COVERAGE PATTERN
The coverage pattern is determined by sensor model, mounting height and the angle of the sensor, relative to the coverage area floor.
The coverage shown represents full-step walking motion in a carpeted area, with no barriers or obstacles at a mounting height of 8 to 10 
feet. Mounting above or below this range significantly affects coverage patterns.
Obstacles such as furniture or partitions, wall, ceiling and floor treatments can cause the coverage area to be less or more than the 
sensing distances shown in the coverage pattern. This must be considered when planning the number of sensors and their placement.
Place sensors at least 4 feet away from air supply ducts.
For complete coverage in open areas, install multiple sensors to provide a 20% overlap with each adjacent sensor’s coverage area.

Top view, coverage pattern, sensor 
mounted 8’ high, parallel to floor

Top view, coverage pattern, 
sensor mounted 20o from vertical

817) 468-3591 08/07/2020


	Blank Page



