
PRODUCT SPECIFICATIONS
DESCRIPTION
The MEUPR is a 4' ligature resistant, vandal proof LED linear light 
designed for behavioral health facilities. Offering ambient and exam 
light for patient rooms, optional low-voltage controller offers 
communication to patient with beside controls and/or wall switch 
controls. 
APPLICATIONS
The MEUPR was designed for behavioral health patient rooms that 
need a LED linear fixture, with a ligature resistant and vandal proof 
design, and offer ambient and exam lighting to the patient.
CONSTRUCTION
Heavy gauge housing and gasketed and sealed door frame protect 
the fixture from high abuse. Torx head tamper proof screws standard. 
Inner satin lens with high impact clear polycarbonate outer lens 
diffuse the appearance of LEDs, while provide optimal light 
transmission and distribution. Available with multiple finish options. 
Anti-microbial white finish optional.
OPTICAL SYSTEM
High output LED’s available in 2700K, 3000K, 3500K, 4000K, and 
5000K. CRI >82 with 90 CRI available. Inner satin lens with high impact 
clear polycarbonate outer lens provides for a vandal proof fixture, 
while maintaining optimal light transmission and light diffusion.

ELECTRICAL SYSTEM
Integral 0-10v dimming driver. Long-life LED system rated for >100K 
life hours (L70). Complies with federal energy efficient standards.

MOUNTING
Mounts into drywall ceilings via mud flange.

LISTINGS
Independently tested to IESNA LM-79 and LM-80 specifications. UL 
and cUL Listed. IP65 rated.

WARRANTY
5-Year Limited Warranty. Complete warranty and terms located at 
www.aelnow.com/warranty

ORDERING INFORMATION
Example: MEUPR-40-20L-50L-M-W
Custom Finish Example: MEUPR-40-20L-50L-M-BRZ for Bronze finish
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STANDARD OPTIONAL

SERIES CCT AMBIENT VOLTAGE FINISH
MEUPR

30 3000K
20L
23L
27L
30L
33L
37L
XXL

2000 Lumens
2300 Lumens
2700 Lumens
3000 Lumens
3300 Lumens
3700 Lumens
XXXX Lumens

M 120/277 (Mul�-Volt) W White

35 3500K
SP Special

40 4000K
50 5000K

Catalog 
Number

Project

Type

27 2700K
OPTIONS

14EBL
90

14W Emergency Battery Backup
90 CRI
Anti-Microbial White Finish
Low Voltage Controller with Dimming
Low Voltage Controller Wall Switch

AM

50L
55L
60L
63L
68L
73L
XXL

5000 Lumens
5500 Lumens
6000 Lumens
6300 Lumens
6800 Lumens
7300 Lumens
XXXX Lumens

LVC
LVCWS

EXAM
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FIXTURE DIMENSIONS

LED SYSTEM DATA

End View

RD

3-7/8”

W

Output Delivered Lumens System Wattage L70 @40C (hrs)
20L 2000 13
23L 2300 15
27L 2700 18
30L 3000 20
33L 3300 22
37L 3700 25

>100K
>100K
>100K
>100K
>100K
>100K

5000K 1.03
4000K 1
3500K 0.97
3000K 0.94
2700K 0.91

Approximate Color
Temperature Multiplier

Output Delivered Lumens System Wattage L70 @40C (hrs)
50L 5000 34
55L 5500 37
60L 6000 41
63L 6300 43
68L 6800 46
73L 7300 49

>100K
>100K
>100K
>100K
>100K
>100K

Ambient

Exam
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