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DESCRIPTION

The MLPS Series is a Low-Profile, Remote Driver LED Strip available in 4' or 8' body lengths. It was designed for surface or suspended mounting applications. The 
MLPS utilizes state-of-the-art LED technology to deliver the highest possible e�ciency in the lighting industry.

APPLICATIONS: The MLPS Series of Low-Profile LED Strips were designed to be high quality, energy e�cient LED fixtures for use MRI rooms/Imaging Suites, or 
any facitlity that requires an non-interferring lighting solution. 

CONSTRUCTION: The fixture is constructed of an aluminum (non-magentic) body.

OPTICAL SYSTEM: High output LED’s available a wide variety of outputs.  White polyester polymer finish with a high reflectivity.

ELECTRICAL SYSTEM: Electronic drivers are available for 120/277V applications, 0-10V dimming included standard. Long-life LED system rated for >100K life 
hours (L70 @ 25°C). Complies with federal energy e�ciency standards. Lutron driver upgrades available by request.

MOUNTING: Surface or pendant mount, individually or in continuous rows. Specify number of knockouts (below) for wiring of units for multiple or singular 
ballast configurations.

LISTINGS: Independently tested to IESNA LM-79 and LM-80 specifications. ETL and cETL Listed. Made in the USA.

WARRANTY: 5-Year Limited Warranty. Complete warranty and terms located at www.aelnow.com/warranty.

• PERFECT FOR MRI ROOM USE
• REMOTE LED DRIVER
• NON-FERROUS ALUMIMUM CASING
• NON-INTERFERING STAINLESS STEEL HARDWARE

REMOTE POWER SUPPLY ORDERING INFORMATION

LIGHTING FOR
MRI ROOMS AND
IMAGING SUITES

OPTIONAL

 SERIES # OF FIXTURES PER DRIVER # OF DRIVERS OPTIONS
MELP-S Fits up to 6 drivers
MLPS-PX Fits up to 7 drivers

1 1 Fixture per driver
2 2 Fixtures per driver
3 3 Fixtures per driver
4 4 Fixtures per driver
X X Fixtures per driver

D4 4 LED 1% Dimming Drivers
D5 5 LED 1% Dimming Drivers
D6 6 LED 1% Dimming Drivers
D7 7 LED 1% Dimming Drivers
D8 8 LED 1% Dimming Drivers
D9 9 LED 1% Dimming Drivers

ORDERING INFORMATION
Example: MLPS4-27-1500-FL-M-W-AM

 SERIES CCT ILLUMINATION LEVEL LENS VOLTAGE FINISH OPTIONS
MLPS4  4'
MLPS8 8’

27 2700K
30 3000K
35 3500K
40 4000K
50 5000K

1500L
2000L
2500L
3000L
3500L

4000L
4500L
5000L
XXXXL (custom lumen output)

W Matte White
SP Special Finish

M Multi-Volt 
(120-277V)

BLANK  No Lens
FL  Flat Lens

AM Anti-microbial white paint
K01 Knocksouts on one side
K02 Knockouts on two sides

AM Anti-microbial white paint

Consult with factory to maximize
 fixtures per driver.

EMI filter is required, and is to be 
supplied by others
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 FIXTURE LENGTHS

APPROXIMATE COLOR TEMPERATURE MULTIPLIER

5000K X =1.03

4000K X 1

3500K X .97

3000K X .94

2700K X .91

ENERGY AND PERFORMANCE DATA
INPUT VOLTAGE  120/277VAC
SYSTEM INPUT POWER  12 - 40 WATTS*
DELIVERED LUMEN OUTPUT  1500 – 5000 LUMENS
STANDARD DIMMING CONTROL  0-10V
CCT  2700, 3000, 3500, 4000, 5000 KELVIN
CRI  82 (MINIMUM)
LIFE TIME RATING  >100,000 HRS @ L70
INPUT FREQUENCY  50/60 HZ
POWER FACTOR  >0.9
OPERATING TEMP  -30° TO 50° C

*ACTUAL WATTAGE MAY DIFFER BY ±5% WHILE OPERATING 120/277V ±10%

 DELIVERED LUMENS SYSTEM WATTAGE L70 @20C (HRS)

 1500 10 >120K
 2000 13 >120K
 2500 17 >120K
 3000 20 >120K
 3500 23 >120K
 4000 27 >120K
 5000 30 >120K

LUMENS

=

=

=

=

96.00”
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MELP-S / MLPS-PX REMOTE
POWER
SUPPLIES

The MELP-S and MLPS-PX are remote mounted power supplies designed to 
power the MLPS. 

ELECTRICAL SYSTEM: Compatible with 0-10 volt dimming control, 
Dimmable down to 1%. Input : 120/277V 50/60 HZ. All power and dimming 
wiring must be completely shielder in grounded conduit. Min 18 AWG low 
voltage supply wire. Total run of wire (power supply to filter to fixture) 
should not exceed 50 feet.

MOUNTING: Remote mounted outside EMI shielded room.

HOUSING: 20 gauge CRS housing with 20 gauge CRS top.

APPLICATION: Best used in medical facilities such as: MRI rooms,
Laboratories, Psychiatric Ward's, Patient rooms, etc.

FINISH: White powder-coat finish following an iron phosphate pretreatment
(standard), anti-microbial white paint optional.


