CATALOG #:

ADVANTAGE

— ENVIRONMENTAL LIGHTING TYPE:

(UP TO 6 DRIVERS)

(UP TO 9 DRIVERS)

REMOTE POWER BOX

Electronic remote power supply provides power from outside the shielded MRI room, within the
remote power supply enclosure.

MOUNTING INSTRUCTIONS

1. Mount the remote mounted power supply outside the MRI room.

2. Each driver will have an individual quick-connect for ease of wiring.

3. Ensure that all power/dimming wiring is completely shielded in grounded conduit. Use a minimum of 18
AWG low voltage supply wire.

4. Connect wiring to the driver and run to the installed fixtures. Connect hot and neutral wires to the light
fixtures quick connects.

5. Installation is complete.

Ordering Information

1 ] 1 [

SERIES # OF FIXTURES PER DRIVER # OF DRIVERS OPTIONS

RPB6  Fits up to 6 drivers 1 1 Fixture per Driver D1 1 LED 1% Dimming Drivers AM Anti-Microbial White Paint
RPB9  Fits up to 9 drivers 2 2 Fixtures per Driver D2 2 LED 1% Dimming Drivers

3 3 Fixtures per Driver D3 3 LED 1% Dimming Drivers

4 4 Fixtures per Driver D4 4 LED 1% Dimming Drivers

X XFixtures per Driver D5 5 LED 1% Dimming Drivers

D6 6 LED 1% Dimming Drivers
D7 7 LED 1% Dimming Drivers
D8 8 LED 1% Dimming Drivers
D9 9 LED 1% Dimming Drivers

Sample wiring diagrams on following pages
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ADVANTAGE
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