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PRODUCT SPECIFICATIONS

DESCRIPTION: The XLRCL is a suspended LED curved linear fixture, designed with quality craftsmanship. Available in custom radii and arc increments, allowing 
for the creation of almost any curved shape. 

CONSTRUCTION: Constructed of a rolled and precision cut, proprietary aluminum extrusion with flat end caps. Internal joiner system. Available in custom radii 
and arc increments, and continuous run lengths. 

LISTINGS: UL/cUL listed. Manufactured in the USA, BAA compliant. 

MOUNTING: Designed for recessed mounting, utilizing canopy suspension kits. Finish Matte white finish standard. Custom finish options are available in various 
RAL colors. 

LEDS: High Output LEDs are available in 2700K, 3000K, 3500K, 4000K, and 5000K color temperatures. Integral LEDs are rated for at least 100K life hours (L70). 

OPTICS: Satin acrylic lens fully diffuses the appearance of the LEDs and provides excellent light transmission. 

DRIVER: 0-10V dimming driver included standard. Driver options available for 1% dimming, Lutron EcoSystem, and DALI. 

OPTIONS: Various options are available. 

LED CURVED LINEAR PENDANT ORDERING INFORMATION
Example: XLRCL-L-27-5L-M-SP-30

FIXTURE MOUNTING  CCT OUTPUT VOLTAGE FINISH RADIUS ARC˚ SEGMENT
XLRCL 27 2700K

30 3000K
35 3500K
40 4000K
50 5000K

M Multi-Volt 
(120-277V)

5L 500 Lm/Ft7
L 700 Lm/Ft
10L 1000 Lm/Ft
14L 1400 Lm/Ft
XXXXL XXXX Lm/Ft

B  Beginning
M  Middle
E  End
S Stand alone

22.5 202.5 XX
22.5 202.5 Custom

45 225
45 225

60 67.5 247.5
60 67.5 247.5

75 90 270
75 90 270

90 112.5 292.5
90 112.5 292.5

105 135 315
105 135 315

120 157.5 337.5
120 157.5 337.5

XX 180 360
Custom 180 360

W Matte White
SP Special Finish

30  45
60  75
90  105
120 120
105 105
XX Custom For custom Radius, Arc, 

and Length fixtures - 
consult with factory

(BLANK) 0-10V 10% dimming driver
CD1 0-10V 1% dimming driver
CD5 0-10V 5% dimming driver
EDN Non-dimming electronic driver
DALI DALI 1% dimming driver
LDE1 Lutron Hi-Lume 1% EcoSystem LED Driver

12EBL 1200 Lumen Emergency Ballast
FW 6' Flex Whip Cable
90 90 CRI
90D 90 Degree Turn
XXD XX Degree Turn (90 to 60 degrees)

• RECESSED LED EASILY JOINS WITH CURVES
• FLUSH LENS
• MAKE VIRUTALLY ANY SHAPE

L Lay-in Grid
F Flanged
FT Flangeless Trim
FR Flangeless 

Retrofit

WH34 3-Wire 4 Foot Wiring Harness
WH44 4-Wire 4 Foot Wiring Harness
WH54 5-Wire 4 Foot Wiring Harness
WH38 3-Wire 8 Foot Wiring Harness
WH48 3-Wire 8 Foot Wiring Harness
WH58 3-Wire 8 Foot Wiring Harness

MORE
OPTIONS

DRIVER OPTIONS OPTIONS WIRING HARNESS OPTIONS
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LED INFORMATION
OUTPUT  5L  7L  10L  14L
LUMENS/FT*  500  700  1000  1400
SYSTEM WATTAGE/FT  3.125W  4.375W  6.25W  8.75W
EFFICACY (LM/W)  160  160  160  160
CRI  >82  >82  >82  >82
DIMMING  0-10V  0-10V  0-10V  0-10V
COLOR CONSISTENCY  >3 SDCM  >3 SDCM  >3 SDCM  >3 SDCM
RATED LIFE (L70) >100,000 HRS  >100,000 HRS  >100,000 HRS  >100,000 HRS

LUMEN ADJUSTMENT FACTORS 80 CRI
CCT  2700K  3000K  3500K  4000K 5000K
ADJUSTMENT  93.5%  95.2%  96.8%  100.0% 103.0%

LUMEN ADJUSTMENT FACTORS 90 CRI
CCT  2700K  3000K  3500K  4000K 5000K
ADJUSTMENT  77.5%  79.2%  80.8%  85.1% 87.3%

* Lumen output was calculated with 4000K LEDs.

MAKE VIRUTALLY ANY SHAPE

Flangeless Retrofit: 
XR  

1" Flange Retrofit: 
FR 

RETROFIT PLASTER TRIMTRIM FLANGE TRIM GRID TRIM

Donn Fineline
Armstrong Bolt : X9

TechZone 9/16
Suprafine: X9

TechZone 15/16
Prelude: X1

TechZone 9/16
Interlude: X9

Decoustic or
Architectural : X9

Plaster Flange
Below Ceiling: PB

Plaster Flange
Above Ceiling: PA 1" Fl ange : F1

Ceiling Trim Details


